




















Four way cassette(compact)

Fan Coil Unit

Model PFCC4-300 PFCC4-400 PFCC4-450 PFCC4-500
Air volume CFM 300 400 450 500
m‘/h 500 630 710 800
Cooling Capacity | W 3035 3790 4350 4835
Heating Capacity | W 5130 6425 6480 8210
Water flow LPH 530 653 740 850
Water resistance kPa 10.1 145 18.3 271
P R O C LI M Noise level dB(A) 33 33 34 35
Net dimension mm(WxHxD) 580x245x580 580x245x580 580x245x580 580x245x580
Packing dimension | mm(WxHxD) 750x340x750 750x340x750 750x340x750 750x340x750
CommerCiaI A/C Netweight kg 21 21 21 21
Gross weight kg 30 30 30 30
/‘ """‘::-—..__,l
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Four way cassette
Model PFCC4-600 PFCC4-750 PFCC4-850 PFCC4-950 | PFCC4-1200 | PFCC4-1500
Air volume CFM 600 750 850 950 1200 1500
m*h 1000 1250 1400 1600 2000 2500
Cooling Capacity W 5709 6985 7860 8910 11250 13956
Heating Capacity W 9660 11550 13640 15011 19065 22820
Water flow LPH 1005 1204 1382 1541 1928 2388
Water resistance kPa 38 25.2 27 30 44 46
Noise level dB(A) 35 35 38 38 39 39
Net dimension mm(WxHxD) | 840x310x930 840x310x930 840x310x930 840x310x930 840x310x930 840x310x930
Packing dimension | mm(WxHxD) | 1020x330x930 | 1020x330x930 | 1020x330x930 | 1020x330x930 | 1020x330x930 | 1020x330x930
Net weight kg 36 36 36 36 36 36
Gross weight kg 46 46 46 46 46 46

Fan Coil Unit

One way cassette

— 0 0 Model PFCC1-300 PFCC1-400 PFCC1-600
. i : A : ; CFM 300 400 600
a 4 h"““; E \‘ AR mi/h 500 630 1000
i : Cooling Capacity W 3035 3790 5709
. ) P Heating Capacity W 5130 6425 9660
E : e Water flow LPH 530 653 1005
‘ 0 0 i , Water resistance kPa 10.1 14.5 271
| X | — Noise level dB(A) 33 33 35

Net dimension mm(WxHxD) 850x235x400 850x235x400 1200x198x655
Packing dimension mm(WxHxD) 1080x310x460 1080x310x460 1380x265x775
Net weight kg 23 23 31
Gross weight kg 37 37 38

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.
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. Fan Coil Unit

Exposed floor standing
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Model PFCF2-150 PFCF2-250 PFCF2-300 PFCF2-400 PFCF2-450

Air volume CFM 150 250 300 400 450

m’/h 250 425 500 680 760
Cooling Capacity | W 1800 2000 2200 2800 3600
Heating Capacity | W 2000 2400 2600 3200 4000
Water flow LPH 375 420 530 653 740
Water resistance kPa 6.3 8.2 10.1 14.5 18.3
Noise level dB(A) 33 34 35 35 35
Net dimension mm(WxHxD) 880x225x626 880x225x626 1000x225x626 1000x225x626 1200x225x626
Packing dimension | mm(WxHxD) 1025x285x810 1025x285x810 1145x285x810 1145x285x810 1335x285x610
Net weight kg 33 33 38 38 43
Gross weight kg 37 37 42 42 47

Model PFCF2-500 PFCF2-600 PFCF2-800 PFCF2-1000

Air volume CFM 500 600 800 1000

m*h 850 1000 1350 1700
Cooling Capacity | W 4500 5600 7100 8000
Heating Capacity | W 5000 6300 8000 9000
Water flow LPH 27.1 38 45 60
Water resistance kPa 34 35 38 39
Noise level dB(A) 37 39 40 42
Net dimension mm(WxHXxD) 1200x225x626 1500x225x626 1500x225x626 1500x225x626
Packing dimension | mm(WxHxD) 1335x285x810 1645x285x810 1645x285x810 1645x285x810
Net weight kg 43 55 55 55
Gross weight kg 47 60 60 60

Duct type
Model PFCD-300 PFCD-400 PFCD-450 PFCD-500 PFCD-600
Air volume CFM 300 400 450 500 600
m‘/h 500 630 710 800 1000
Cooling Capacity | W 3035 3790 4350 4835 5790
Heating Capacity | W 5130 6425 6480 8210 9660
Water flow LPH 530 653 740 850 1005
Water resistance kPa 10.1 14.5 18.3 271 38
Noise level dB(A) 33 33 34 35 35
Net dimension mm(WxHxD) 975x240x489 975x240x489 975x240x489 1275x240x489 1275x240x489
Packing dimension | mm(WxHxD) 1110x340x570 1110x340x570 1110x340x570 1410x340x570 1410x340x570
Net weight kg 21 21 21 21 21
Gross weight kg 30 30 30 30 30
Model PFCD-750 PFCD-850 PFCD-950 PFCD-1200 PFCD-1500 PFCD-2000
Air volume CFM 750 850 950 1200 1500 2000
m*/h 1250 1400 1600 2000 2500 3400
Cooling Capacity | W 6985 7860 8910 11250 13956 18900
Heating Capacity | W 11550 13640 15011 19065 22820 28350
Water flow LPH 1204 1382 1541 1928 2388 2848
Water resistance kPa 25.2 27 30 44 46 40
Noise level dB(A) 35 38 38 39 39 42
Net dimension mm(WxHxD) | 1445x240x489 | 1445x240x489 | 1445x240x489 | 1995x240x489 | 1995x240x489 | 1599x367x605
Packing dimension | mm(WxHxD) | 1590x340x570 | 1590x340x570 | 1590x340x570 | 2130x340x570 | 2130x340x570 | 1613x381x619
Net weight kg 34 34 34 47 450 47
Gross weight kg 38 38 38 52 55 53

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.

2.The values given in the table for the noise level reflect the levels in anechoic chamber.

Concealed floor standing

Model PFCF1-150 PFCF1-250 PFCF1-300 PFCF1-400 PFCF1-450

Air volume CFM 150 250 300 400 450

m?/h 250 425 500 680 760
Cooling Capacity | W 1800 2000 2200 2800 3600
Heating Capacity | W 2000 2400 2600 3200 4000
Water flow LPH 375 420 530 653 740
Water resistance kPa 6.3 8.2 10.1 14.5 18.3
Noise level dB(A) 33 34 35 35 35
Net dimension mm(WxHXxD) 550x212x545 550x212x545 750x212x545 750%x212x545 950x212x545
Packing dimension | mm(WxHxD) 635x265x630 635x265x630 835x265x630 835x265x630 1035x265x630
Net weight kg 30 30 35 35 39
Gross weight kg 34 34 39 39 44

Model PFCF1-500 PFCF1-600 PFCF1-800 PFCF1-1000

Air volume CFM 500 600 800 1000

m‘/h 850 1000 1350 1700
Cooling Capacity | W 4500 5600 7100 8000
Heating Capacity | W 5000 6300 8000 9000
Water flow LPH 27.1 38 45 60
Water resistance kPa 34 35 38 39
Noise level dB(A) 37 39 40 42
Net dimension mm(WxHXxD) 950x212x545 1250x212x545 1250x212x545 1250x212x545
Packing dimension | mm(WxHxD) 1035x265x630 1335x265x630 1335x265x630 1335x265x630
Net weight kg 39 50 50 50
Gross weight kg 44 55 55 55

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.

2.The values given in the table for the noise level reflect the levels in anechoic chamber.

Remarks: 1.The above design and specifications are subject to change without prior notice for product improvement.
2.The values given in the table for the noise level reflect the levels in anechoic chamber.






